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Reference models

SDA 50x50 - S B
Series code Cylinder inner diameier= Magret code  Thread of piston rod
SDA. Basic lype travelirg distance Mil: without Nil: Inner thread
SDAD: doutle-axial lype S: with B: Outer thread

SDAJ: Double shaflt adjustable lype

SSA; Preshrink

STA: Fre-extend

SDAT: Multi position

SDAW: Dousle shatt repeated move multi positian

M Mo thread

Selection of sensor switch

Maode

o e 16 20 |25 32 40 50 |B3 80 [100 125 [160

Sensne awitch

D-A93

Innar Parmiwible
?m?u Standard Stroke (mm) ﬂ&m %Et"
12 5 10 15 20 25 30 35 40 45 80 50 60
16 5 10 15 20 25 30 35 40 45 50 50 B0
20 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 &0 80 20
25 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 80 20
32 5 10 15 20 25 30 35 40 45 50 55 €0 &5 70 75 80 #5 @0 95 100 | 130 180
40 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100 | 130 150
50 5 10 15 20 25 30 35 40 45 50 55 60 65 7O 75 80 45 90 95 100 | 130 150
63 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100 | 130 180
80 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100 | 130 150
100 |5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100 | 130 150

Technical specifications

Inner 12 16 | 20 |25 (32 | 40| 50 |63 (80 | 100
diameter (mm)

Acting mode Repeated move

Warking medium Air (Cleaned by 4C0um filter)

Operating pressure 0.1~0.9Mpa(kgffcm®)

Guaranteed withstand pressure 1.35Mpa(13.5kgflem®)

‘Working temperature -5~70C

Buffering mode With

Port size M5 1/8 " 1/4 © 3/8 "

Body material

Aluminum alloy




